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Retractable Zipper Shades with Headbox 
Sonoran Exterior Shade 

Why Choose Zipper Screens?

Compact 5" x 5" Full Cassette Design
◦ Sleek, low-profile headbox conceals 

the shade when retracted.
Zipper-Guided Side Tracks
◦ Keeps fabric securely in place and 

resists wind movement.
Weighted Hem Bar
◦ Ensures smooth operation and keeps 

fabric taut
Fully Enclosed Frame
◦ Helps minimize dust and insect 

intrusion into outdoor spaces.
Nine Powder-coated Finish Options
◦ White, Desert Ivory, Mocha
◦ Taupe, Black, Bronze, Brown, Green

Textilene Nano 95 Fabrics
◦ 6 color options

Two Operation Systems
◦ Hand Crank or AC motorization

Optional “U” Channels
◦ Ideal for installations on uneven 

walls or between columns, providing 
a clean, finished look.

Versatile Mounting
◦ Installs directly to wall or ceiling 

surfaces—no brackets required.
Operation Options
◦ Choose between manual gear with 

hand crank or motorized operation 
for added convenience.

Maximum Size
◦ Max Width up to 240"
◦ Max Height up to 192"
◦ Max sizes based on operating system 

and header

Product Features – Full Cassette Retractable Rolling Screen

Sonoran Exterior Shades are 
built to endure high winds. 
The vertical zip tracks 
securely hold the fabric in 
place, ensuring it stays taut 
and wrinkle-free even in 
blustery conditions.

Solar screen fabric is 
designed to limit the 
amount of sunlight that 
enters a space, helping to 
keep shaded areas cooler 
and more comfortable

When the shade is lowered, 
the enclosed zip system 
using Textilene® Nano 95 
fabric can help keep 
unwanted insects out.

Zipper track solar shades 
help create privacy for 
outdoor spaces. They’re a 
stylish and practical way to 
enjoy your patio or porch in 
private comfort.
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Special Features Part Profiles Function Benefit

Designed to easily 
remove the roller 

tube and install the 
cassette directly on 
the wall or ceiling.

The SC3569M metal idler bracket 
allows for easy removal of the 
roller assembly for maintenance 
or fabric replacement. The 
cassette is reinforced with 
structural ridges, enabling 
secure installation using smaller 
screws without compromising 
stability.

The metal idler bracket allows for 
easy removal of the roller tube 
and fabric, simplifying 
maintenance and adjustments. 
The cassette is designed for direct 
mounting, eliminating the need 
for additional brackets. 
Engineered for strength, it can 
withstand the torque generated 
by larger, heavier shades.

New and Improved 
Hem Bar with 

Optional Larger 
Zipper

The hem bar features an internal 
weight bar that conceals weld 
seams for a clean, finished look. 
Two zipper sizes are available: 
the standard #2 and the optional 
larger #3 for enhanced 
durability.

The internal weight bar is fully 
protected from exposure to the 
elements, with its weld seam 
concealed for a clean appearance. 
For enhanced durability in windy 
conditions and larger screen 
applications, an optional larger #3 
zipper size is available

Internal PVC Zipper 
Insert with Winglets:

The PVC zipper insert features 
soft “winglets” on each side of 
the zipper channel, enhancing 
flexibility and ensuring a secure 
fit within the track system.

Vinyl winglets on the PVC insert 
provide tension while allowing 
flexibility for the fabric to expand 
and contract with temperature 
changes.

Easy track 
installation on wall 

or side surfaces.

The track can be easily mounted 
directly to the back or side wall 
using small screws, eliminating 
the need for track brackets (back 
wall installation shown).

Eliminating track brackets enables 
faster installation and creates a 
cleaner, more streamlined 
appearance.

U-Channel for 
Uneven Wall 
Installation

The “U” channel can be 
integrated with the standard 
track for enhanced coverage and 
a cleaner finish.

The “U” channel simplifies 
installation between uneven 
columns or allows for easy 
insertion into columns during new 
construction.

Zipper Track 
Features
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Sonoran Exterior 
Cable-Guide Shades

The Sonoran Exterior Cable-Guided system is the perfect solution when you need a sleeker look, 
easier installation, or when mounting surfaces can’t support side tracks. It is operated with a 
standard hand crank or a convenient motor. Automatic and remote control features can be 
added for extra ease of operation. 

Cable-Guided screen shown 
with a manual crank and 
guide cables (Hood optional) 

Open Roller Screen with Optional Hood or 5" Headbox
• Compatible cable options to suit nearly any installation
• Available in six Textilene Nano 95 fabrics
• Motorized operation with remote control available
• Offered in nine standard frame colors

Features
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Standard Track  +
"U" Channel Details 

Side Mounted Track 
With U Channel

Wall Mounted Track 

Side Mounted Track TRACK WIDTHS:
• Standard Wall Zipper Track: 
◦ 2" wide on each side (see diagram 

below).
• Track with U Channel:
◦ Approximately 2 ⅜" – 2 ½" wide per 

side (combined width for both sides).
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Sonoran Exterior 
Cable Guides Box with Cables 

Manual Gear Crank Operation
Operate the shade with a standard hand 
crank (8:1 ratio gear) from the outside. 

Motorized Operation:

Somfy hardwire motor 
with RTS Remote 

Minimum widths: 

Standard motor 26” Altus 
motor  29” 

Hem bar  with Cable 

Cable Guide Bracket 

Hembar 

Fabric 

Standard exterior and optional interior 
manual gear mechanism. 

GEAR or MOTOR: 

The gear or motor can be located on either 
left or right end of the cassette. 

Both through the wall Interior gear kit and an 
exterior gear kit is available. 

If motorized make sure you calculate the 
correct exit position of the motor cord. 



Hem Bar Dimensions
3/4" x 2"

Hem Bar 

Pile Brush 
◦ Acts as a flexible barrier between the shade system 

and the mounting surface.
◦ Available in 1/2” , 1”, and 1 1/2” heights

Rubber Gasket
◦ Creates a tight seal, especially useful for uneven 

mounting surfaces

Side Profile

Fabric 

Weight  
Bar 

Hem Bar Seal Options

Hem Bar Details

Top Profile  

Front Profile
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